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L I H Tolerance

425 320 300 ± 3 mm

1393 1089 ± 2 mm

Corrugated Board

1.Physical and mechanical properties

U.M. Tolerance Values

 -  - B

 -  - Natur

g ± 10 % 559

mm ± 0.5 % 2.8

% 6-9 7.0

Warehouseing:

- Store in closed and clean spaces, away from sources of heat and high temperature variations,

in the original package with max. 65% relative humidity.

Supplier's recommendation: for keeping the resistance and smoothness properties

we recommend to unpack the boxes from their original package only for actually use

Transport:

In clean covered trucks without mixing with other materials

Warranty terms:

Maximum 12 months from production date with abidance of storage conditions.

Stamping:

According to the attached pallet label.

Additional papers:

Compliance declaration for each lot according to the legal operating disposals.

Environmental protection:

The product materials component is 100% recyclable and biodegradable

Appendix to technical aspects:

Technical drawing

Board humidity SR EN 20287-96

Board weight SR EN ISO 536-97

Board thickness STAS 13001-91

Assembly no

Properties Standard used

Paper color  - 

Beneficiary Reference

AUSTRAL AUSTRAL CUTIE ARH210@ 425X320X300

Flute type  - 

Dimensions [mm] 

Inside dimensions

Flat dimensions

Printing no
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