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Code Version Colour Watts Lumens lm/W CRI

DL149598 Non-Dimmable 4000K 10W 1150lm 115lm/W 80
 

•	 Compact integrated IP44 Polycarbonate LED Downlights offer best value for money.

•	 Wide product range covers most common cut-out dimensions of traditional light sources and delivers enhanced 
energy savings.

•	 Opal polycarbonate diffusor for even light distribution.

•	 Supplied with integrated non-dimmable driver and pre-wired with 500mm cable for ease of installation.

•	 Airtight suitable for new installations or renovations.

UNI-FIT™ 10W INTEGRATED IP44 NON-DIMMABLE LED DOWNLIGHT 4000K
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Specifications and Benefits

Ingress Protection Rating IP44

IK Rating IK03

Operating Temperature Range -20°C / +40°C

Mounting Type Recessed

Certification CE

Protection Class Class II

Installation Location Indoor

Body Material Plastic

Cover Material PC

Finishing White

Available accessories N/A

Photometric Specifications

Lumens 1150lm

Efficiency Up to 115lm/W

Colour Temperature 4000K

Light Colour Definition Neutral White

SDCM <6

Beam Angle 100°

CRI >80

Dimming Type Non-Dimmable

Distribution Direct

Logistic Details

EAN / Barcode 3609640149598

Product Weight 162g

Product Dimensions (ODxH / LxWxH) Ø120 x 60mm

Recess Depth 60mm

Boxed Product Weight 206g

Boxed Product Dimensions (LxWxH) 125 x 125 x 63mm

Outer Carton Boxed Product Quantity 40 pcs

Outer Carton Dimensions (LxWxH) 355 x 545 x 305mm

Technical Specifications

Wattage 10W

Nominal Voltage 220-240Vac

Frequency 50/60Hz

Power Factor >0.9

Switching Cycles >15,000

Lifetime Hours L70 B50 25,000hrs
L70 B20 25,000hrs

Energy Rating F

Insulation Coverable NO

Inrush Current 1A


